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2024 Existing Traffic Conditions on Cypress Parkway 

The Southport Connector Expressway Project Development and Environment (PD&E) Study limits along 

Cypress Parkway extend from Poinciana Parkway to Old Pleasant Hill Road. The number of vehicles 

traveling on Cypress Parkway at the highest volume segment (i.e., from Doverplum Avenue to Old Pleasant 

Hill Road) within the study limits is 47,000 vehicles per day in 2024. This exceeds the estimated capacity 

of 40,000 vehicles per day for this 4-lane arterial segment with signalized intersections. As a result, traffic 

operates at unacceptable Level of Service (LOS) F with long delays and queues. In general, the section of 

Cypress Parkway east of Marigold Avenue is congested throughout the day and the backups extend 

beyond the intersection of Pleasant Hill Road and Poinciana Boulevard/Southport Road. 

2050 Design Year Traffic Conditions on Cypress Parkway 

The projected traffic demand on Cypress Parkway for the 2050 design year under No Build conditions (i.e., 

without Southport Connector Expressway) is 66,000 vehicles per day between Doverplum Avenue and Old 

Pleasant Hill Road. The 2050 projected demand exceeds the 4-lane capacity on Cypress Parkway by 65 

percent and traffic conditions and safety are expected to further degrade in the future. The analysis 

showed that traffic would operate at unacceptable LOS F with very long delays and queues throughout 

the day, under No Build conditions.   

The projected traffic demand on Cypress Parkway for the 2050 Build conditions (i.e., with 6-lane Southport 

Connector Expressway) is 53,000 vehicles per day between Doverplum Avenue and Old Pleasant Hill Road. 

This assumes that Cypress Parkway would remain a 4-lane arterial. Though traffic on Cypress Parkway 

would reduce when the expressway is added, the projected demand of 53,000 would still exceed the 

capacity of approximately 40,000 vehicles per day, and several intersections would operate at 

unacceptable LOS F with long delays and queues. Therefore, 6 lanes are being proposed on Cypress 

Parkway, with turn lane and auxiliary lane improvements where applicable to enhance operations and 

safety. The analysis showed that traffic on Cypress Parkway would operate at an acceptable LOS D or 

better in 2050 peak hour conditions, with the proposed 6-lane Southport Connector Expressway, and 6-

lane Cypress Parkway with additional turn lane and auxiliary lane improvements where applicable. 

Project Traffic Analysis Report 

A comprehensive Project Traffic Analysis Report (PTAR) is being prepared and updated as the Southport 

Connector Expressway PD&E Study progresses and changes are made to the concepts. The draft PTAR will 

be available before the Public Hearing, together with the other PD&E Study documents. The final PTAR 

will be available after the Public Hearing, after all comments are addressed. 


